
A-40
(35 US gallons)

available in 110V or 4 HP
gas (interchangeable)

NEW DIESEL BURNERS, STAINLESS STEEL FIRE TUBES, UPGRADED FASTER ELECTRIC MELTERS 
�      Photographs may show optional accessories.  Please confirm with your dealer.

E-Mail: roger@aamelters.com
www.rubbermaster.com

HOT POT JUNIOR
(5 US gallons)

c/w torch,regulator,hose,casters

A-210
(200 US gallons) Shown with optional trailer

c/w 110V or gas drive for agitator

A-500
(480 US gallons)

c/w electric trailer brakes

A-60
(60 US gallons)

c/w 110V or gas drive, Casters optional 

A-110
(100 US gallons)

c/w 110V or gas drive, Casters optional

A-380
(360 US gallons) c/w electric trailer brakes

Pump - optional

A-40
(35 US gallons)

available in 110V or 4 HP
gas (interchangeable)

NEW DIESEL BURNERS, STAINLESS STEEL FIRE TUBES, UPGRADED FASTER ELECTRIC MELTERS 
�      Photographs may show optional accessories.  Please confirm with your dealer.
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HOT POT JUNIOR
(5 US gallons)

c/w torch,regulator,hose,casters

A-210
(200 US gallons) Shown with optional trailer

c/w 110V or gas drive for agitator

A-500
(480 US gallons)

c/w electric trailer brakes

A-60
(60 US gallons)

c/w 110V or gas drive, Casters optional 

A-110
(100 US gallons)

c/w 110V or gas drive, Casters optional

A-380
(360 US gallons) c/w electric trailer brakes

Pump - optional
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A-40

Optional Auto Temperature Controls are 
available on all our Hot Material Melters
as a standard option or a retrofit of existing
equipment.  The hassle free manual control 
items allow precise control of material 
temperature; simple to operate with the push
of a button.  No power is required to operate 
this system  as it is all mechanically operated.

* ATC (Auto Temperature Controls)
* Stainless Steel Firetubes (Long Lasting) 
* Front Mount Torches
* Diesel Torches

E-Mail: roger@aamelters.com

www.aamelters.com
www.rubbermaster.com

*-------
-------*

ALL NEW

OPTIONS

AVAILABLE

Fully Redesigned Hassle Free System

(Front mount torches shown here on the A-380)

 Comes in a Fully Self-contained Lockable Box.
ATC System Designed for Ease of Use in the Field

From the Innovators of  Rubber Master Technology

CERTIFIED

CWB

CERTIFIED

CWB

The Superior Air-Jacketed Hot Rubber Melters The Superior Air-Jacketed Hot Rubber Melters From the Innovators of  Rubber Master Technology

Longer Lasting Stainless Steel Tubes
We are now offering the option to install
stainless steel firetubes on all of our melters
which increases longevity and drastically
decreases the likelihood of firetube burnout.

ATC

Customer Satisfaction
Due to popular demand and 
customer feedback, we now 
provide the option to install front 
mount torches along with a more 
accessible material spout at the 
rear of our machines. Diesel 
torches are also available upon 
request. Give us a call for more 
information on any of the options 
listed above and we would be glad 
to help you with any inquiries. 

SPECIFICATIONS: A-40 (35 US gallon capacity)

Heat Transfer Oil  .................None Required Fire tube....4" Sch 80 Stainless steel
Capacity (Custom Sizes Available) ...............................................................  35 US Gallons
Agitator  .......................Honda 4.0 H.P. Gas, 110V Electric or Optional 6.0 HP Diesel Motor
Overall Dimensions (Melter only)  .......................................................L-62" W-31 3/4" H-47"
Burner.......Adjustable Liquid Propane 1 X 300,000 BTU or Optional Beckett Diesel Burners
Temperature Controls  .............................................................................................  Optional
Inner Shell  ............................................................................................... 3/16" Rolled Steel
Outer Shell  .................................................................................................  1/8" Rolled Steel
Insulated Jacket  .....................................1/2 Super high temp plus 2" High Temp. Fiberglass
Shipping Weight (Melter only)  ................................................................................     800 lbs.
Optional Trailer (with melter mounted)....................................L-11' x W-58" x H-66" 1,525 lbs.
Suspension 4" Drop Axle  .............................................................  3500 lb. Axle and Springs
Tires  ..............................................................................................................  2 X 6.00 X 14"
Trailer Chassis  ...........................................................................................  4" Steel Channel
Brakes  ..................................................................................................................... Optional
Tow Hitch  ..................................................................................  As ordered c/w safety chain

Heated Material Output:
- material capacity: 35 US gallons
- heat up time: 30 min's (0.50 hr.)
- efficiency: 78.9%  35 gal. / .4hr. x 78.9% = 70 gal/ hr.

AA&&AA 1-888-469-4480
MELTERS AA&&AA 1-888-469-4480

MELTERS
Steel Enterprises Ltd.Steel Enterprises Ltd.

Optional trailer mounted unit c/w drop axle & electric brakes

Optional Automatic temperature controls
Unique air-jacketed construction, ensures no product charring.  
Very versatile, lives up to its' "high performance" name tag.  This 
U.S. 200 gallon model has a large material handling capacity 
combined with a fast heat-up time.  Your choice of gas or electric 
drive agitator.  Optional trailer, pump and Auto Temperature controls. 
Material ready in 45 minutes.

High Performance A-210

Optional Diesel burners
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*NEW*
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The Superior Air-Jacketed Hot Rubber Melters The Superior Air-Jacketed Hot Rubber Melters From the Innovators of Rubber Master 

Stainless Steel Fire Tubes
That Will Last You A Lifetime

Our one-of-a-kind tube and baffle design holds the tub in place 
and prevents any distortion of the material chamber; 
consequently, this keeps the agitator free to move without any 
worry of seizing up. The air chamber contains tubes uniquely
designed to disperse the mass of heat evenly throughout the 
entire chamber while at the same time keeping that heat in
longer, creating a more efficient and long lasting machine. Due 
to their superior even heating our Melters are less likely to develop 
troublesome hot spots that can creating charring of the material.

What This Means To You, Our Customer:

* A More Productive and Efficient Work Environment
* A Consitently Reliable Machine, Day After Day
* Reduced Downtime Due to Breakdown/Repairs
* Reduced Long Term Costs

An exposed Model A-110 showing 
our unique baffle design with 
optional Stainless Steel center tube.

Now with the option for Stainless Steel 
Firetubes our machines are built to 
outlast anything on the market.

Shown with optional casters

AA&&AA 1-888-469-4480
MELTERS

Steel Enterprises Ltd.Steel Enterprises Ltd.
AA&&AA 1-888-469-4480

MELTERS

           THE VERSATILE A-110
Transports easily in back of a pick-up; can
be hoisted directly to roof.  Easily accommo-
dated in commercial elevators, the A-110
fits through standard 34" doorways and
comes equipped with optional casters for
easy movement.  Also optional:  Quick
mount/dismount trailer.  Pump system also
available with gas or electric drive as well.  
Material ready in 30 minutes.

Optional Trailer

A-110
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A100 HOT PACKER
(CUSTOM SIZES AVAILABLE)
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Shipping Dimensions  .  .  .  .  .  .  .  .  .  .  . (50g) W-32" H-38"(100g) W-36" H-55"
Weight (no material) .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  325 lbs   
Capacity  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 50/100 gallons
 

PACK MASTER
HOT MATERIAL PACKER

The Hot Material Packer is an independent piece of equipment 
which is insulated to maintain material at desired temperatures.  
The Hot Material Packer can be used to carry hot or cold materials 
to locations not easily accessible by other melters and can be 
readily moved to any rooftop using a sturdy lift ing crane.

HOT MATERIAL PACKER SPECIFICATIONS

SOME OF OUR OTHER PRODUCTS AVAILABLE

E-Mail: roger@aamelters.com
www.aamelters.com / www.rubbermaster.com

Comes With or Without Wheels We custom build to your specifications. 
(Lowrider, on wheels, heated/non-heated)

Call for more information.
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The Superior Air-Jacketed Hot Rubber Melters From the Innovators of  Rubber Master Technology

AA&&AA 1-888-469-4480
MELTERS AA&&AA 1-888-469-4480

MELTERS
Steel Enterprises Ltd.Steel Enterprises Ltd.

Now Available with Optional Diesel Torch System

*NEW*

           THE VERSATILE A-110
Transports easily in back of a pick-up; can
be hoisted directly to roof.  Easily accommo-
dated in commercial elevators, the A-110
fits through standard 34" doorways and
comes equipped with optional casters for
easy movement.  Also optional:  Quick
mount/dismount trailer.  Pump system also
available with gas or electric drive as well.  
Material ready in 30 minutes.

Optional Trailer

A-110
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A100 HOT PACKER
(CUSTOM SIZES AVAILABLE)
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PACK MASTER
HOT MATERIAL PACKER

The Hot Material Packer is an independent piece of equipment 
which is insulated to maintain material at desired temperatures.  
The Hot Material Packer can be used to carry hot or cold materials 
to locations not easily accessible by other melters and can be 
readily moved to any rooftop using a sturdy lift ing crane.

HOT MATERIAL PACKER SPECIFICATIONS

SOME OF OUR OTHER PRODUCTS AVAILABLE

E-Mail: roger@aamelters.com
www.aamelters.com / www.rubbermaster.com

Comes With or Without Wheels We custom build to your specifications. 
(Lowrider, on wheels, heated/non-heated)

Call for more information.
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The Superior Air-Jacketed Hot Rubber Melters From the Innovators of  Rubber Master Technology

AA&&AA 1-888-469-4480
MELTERS AA&&AA 1-888-469-4480

MELTERS
Steel Enterprises Ltd.Steel Enterprises Ltd.

Now Available with Optional Diesel Torch System

*NEW*



A-40
(35 US gallons)

available in 110V or 4 HP
gas (interchangeable)

NEW DIESEL BURNERS, STAINLESS STEEL FIRE TUBES, UPGRADED FASTER ELECTRIC MELTERS 
�      Photographs may show optional accessories.  Please confirm with your dealer.

E-Mail: roger@aamelters.com
www.rubbermaster.com

HOT POT JUNIOR
(5 US gallons)

c/w torch,regulator,hose,casters

A-210
(200 US gallons) Shown with optional trailer

c/w 110V or gas drive for agitator

A-500
(480 US gallons)

c/w electric trailer brakes

A-60
(60 US gallons)

c/w 110V or gas drive, Casters optional 

A-110
(100 US gallons)

c/w 110V or gas drive, Casters optional

A-380
(360 US gallons) c/w electric trailer brakes

Pump - optional

A-40
(35 US gallons)

available in 110V or 4 HP
gas (interchangeable)

NEW DIESEL BURNERS, STAINLESS STEEL FIRE TUBES, UPGRADED FASTER ELECTRIC MELTERS 
�      Photographs may show optional accessories.  Please confirm with your dealer.
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HOT POT JUNIOR
(5 US gallons)

c/w torch,regulator,hose,casters

A-210
(200 US gallons) Shown with optional trailer

c/w 110V or gas drive for agitator

A-500
(480 US gallons)

c/w electric trailer brakes

A-60
(60 US gallons)

c/w 110V or gas drive, Casters optional 

A-110
(100 US gallons)

c/w 110V or gas drive, Casters optional

A-380
(360 US gallons) c/w electric trailer brakes

Pump - optionalSPECIFICATIONS:  HIGH PERFORMANCE A-210 (200 US gallon capacity)

Heat Transfer Oil  ...................None Required       Fire tubes..........5" Sch 80 Stainless steel
Capacity (Custom Sizes Available) ................................................................ 200 US Gallons
Agitator  ....................Honda 5.5 H.P. Gas, 110V Electric or Optional 6.0 HP Diesel Motor
Overall Dimensions (melter only)  ............................................................. L-88" W-48" H-54"
Burner  ............................................................  Adjustable Liquid Propane 2 X 360,000 BTU
Temperature Controls  .............................................................................................  Optional
Inner Shell  ...................................................................................................1/4" Rolled Steel
Outer Shell  .................................................................................................  1/8" Rolled Steel
Insulated Jacket  ................................ 1/2" Super High Temp. plus  2" High Temp. Fiberglass
Shipping Weight (melter only)  .................................................................................2,100 lbs.
Optional Trailer (w/melter mounted)  ....................................................... L-162" W-79" H-67"
Suspension 4" Drop Axle  ................................................................................  5,000 lb. Axle 
Tires  ..............................................................................................................  2 X 8.00 X 15"
Trailer Chassis  ...........................................................................................  4" Steel Channel
Brakes  .......................................................................................................  Electric Standard
Tow Hitch  ..............................................................................  As ordered c/w Safety Chains
Pump  .................................................................................................  Optional 1 1/2" Viking
Horizontal Wand Pumping System  .........................................................................  Optional
Shipping Weight (trailer only)  ...................................................................................  550 lbs.

Heated Material Output:
- material capacity:  200 Imp. gallons� � 200 gal./.75 hr x 78.9 % = 210.4 gal./hr
- heat up time: 45 min's (0.75 hr.)�� � 796.45 L /.75 hr x 78.9 % = 836.8 L /hr
- efficiency: 78.9%

Gas, Diesel or Electric drive available

  Optional 8" locking castor
wheels, rated 2000 lbs each.
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Now comes with 5" Stainless fire tubes

From the Innovators of  Rubber Master Technology
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DIESEL TORCH BURNERS

17

Our new Diesel torches will retrofit all of our existing melters as well as our older Rubbermaster Melters.  It 
is easy to install and comes with fully automatic Watlo temperature controllers ensuring  ease of operation.

E-Mail: roger@aamelters.com
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We use the Beckett Diesel Torch System.  (No More Open Flames)

The Superior Air-Jacketed Hot Rubber Melters The Superior Air-Jacketed Hot Rubber Melters From the Innovators of  Rubber Master Technology

AA&&AA 1-888-469-4480
MELTERS AA&&AA 1-888-469-4480

MELTERS
Steel Enterprises Ltd.Steel Enterprises Ltd.

*NEW*

RETROFIT KIT

Also available for non trailer mounted melters for compact narrow door accessibility.

SPECIFICATIONS:  A-110 (100 US gallon capacity)

Heat Transfer Oil  ..........................................................................................  None Required
Capacity (Custom Sizes Available) ...............................................................  100 US Gallons
Agitator  ...............................................  Honda 5.5 H.P. Air-Cooled Engine or 110 V Electric 
Overall Dimensions (kettle only)  .......................................................  L-88" W-33 5/8" H-45"
Burner  ............................................................  Adjustable Liquid Propane 1 X 500,000 BTU
Temperature Controls  .............................................................................................  Optional
Inner Shell  ...............................................................................................  3/16" Rolled Steel
Outer Shell  .................................................................................................  1/8" Rolled Steel
Insulated Jacket  ...........................................................................  2" High Temp. Fiberglass
Shipping Weight (kettle only)  .................................................................................  1389 lbs.
Optional Trailer (w/kettle mounted)  ..........................................................  L-11' W-58" H-66"
Suspension 4" Drop Axle  .............................................................  3500 lb. Axle and Springs
Tires  ..............................................................................................................  2 X 6.00 X 14"
Trailer Chassis  ...........................................................................................  4" Steel Channel
Brakes  .....................................................................................................................  Optional
Tow Hitch  ..................................................................................  As ordered c/w safety chain
Pump  .................................................................................................  Optional 1 1/2" Viking
Horizontal Wand Pumping System  .........................................................................  Optional
Shipping Weight (trailer only)  ...................................................................................  275 lbs.

Heated Material Output:
- material capacity: 100 US gallons� 100 gal./.58 hr x 78.9 % = 136 gal./hr
- heat up time: 35 min's (0.58 hr.)�� ��514.9 L /.58 hr x 78.9 % = 700 L /hr
- efficiency: 78.9%
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SAFETY FUME GUARD SYSTEM
(ENVIRONMENTALLY FRIENDLY)

The fume guard can be used in conjunction with alternate fume recovery systems.  Even with loading door
and material tray fully open while exposing hot material in melter, there are virtually no fumes escaping the 
system. The A&A Melters Safety Fume Guard System is built directly on the melter lid and can be ordered 
with any new model melter or retrofitted by ordering a new lid with the fume guard installed. 
�        Safety loading tray, loading door, and Fume Recovery System available on all models.

SPECIFICATIONS:  SAFETY FUME GUARD SYSTEM
Load Material Safely.  99% Smoke & Fume Free.
Hot Material Easily Visible by Locking Safety Tray in Open Position.
Must Use in Conjunction with other Systems.

Dimensions Without Lid ............................................................................D-28" W -36" H-24"
Approx. Shipping Weight for New Lid Assembly .........................................................330 lbs.

load material safely hot material fully visible with tray 
in open position

Shown with Optional 
Wand System

SAFETY FLAME GUARD ACCESSORY
Available for all Melters

Easily attached with four screws
E-Mail: roger@aamelters.com

www.aamelters.com
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large loading door securely locks 
shut

A-210

Lock safety tray open
or closed with easy 
turning handle.

A-210

The Superior Air-Jacketed Hot Rubber Melters The Superior Air-Jacketed Hot Rubber Melters

AA&&AA 1-888-469-4480
MELTERS

Steel Enterprises Ltd.Steel Enterprises Ltd.
AA&&AA 1-888-469-4480

MELTERS

Safety flame guard attaches to any melter for single or duel torch models.  Can easily be field attached to any of 
our melters in a matter of 15 minutes.  Totally encloses flame with louvres to allow proper air flow and prevents open flame hazards. 

Torches easily accessible via door.


